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Below you will find the latest information that is important to know when bodybuilding on a Scania 

vehicle. 

 
For Scania contact in bodybuilding issues, see: 
https://bodybuilder.scania.com/trucks/en/help/market-contacts.html 

 

 

EXCEPTIONS FROM BODYBUILDER INSTRUCTION 

The instructions in the bodybuilder portal, https://truckbodybuilder.scania.com, 
shall be followed. If any conversion is needed that are not described in the truck 
bodybuilder instructions, an approval is needed from Scania factory before the 
conversion can be performed. Examples where approvals are needed are for 
moving gas tanks, moving front radar and moving VCB components. The approval 
is handled by your local Scania market contact who retrieve an approval from 
Scania factory. This also applies for the information given in the BBC Newsletters 
in the cases where the information is not yet available in bodybuilder instructions. 

 

 

NEW STORAGE PLACE FOR CHASSIS DRAWINGS 

For drawings older than three years the “Individual Chassis Drawing” (ICD) is now found under 
“Scania Product Individual Information” (SPII) https://spii.scania.com/ by entering serial number or 
VIN. The drawing is stored in pdf-format only. The ICS and BEP-files are not saved! 
If you search for a drawing on ICD homepage and the truck is older than three years you will 
automatically get a message and a link to SPII. 
For drawings less than three years old the ICD is stored in the application in dxf-format as before. 

 

 

SUBFRAME LENGTH ON CREWCAB VEHICLES 

Subframe shall reach the frontmost attachment 
bracket fitted appr 725 mm rear of the first front 
axle. This is to assure good road behaviour and to 
minimise disturbing vibrations due to unbalanced 
tyres or other reasons. For vehicles with CrewCab 
(CP28 and CP31) it might be difficult to fit a subframe 
due to the cab suspension position, then it is allowed 
to use a shorter subframe although the risk for 
chassis vibrations will be higher and have to be 
considered when choosing a shorter subframe. 
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VIDEOS AVAILABLE ON TRUCKBODYBUILDER PORTAL 

There are instructional videos as well as training videos available on bodybuilder portal. Under the 
tab “Instructions” you find the instructional videos to facilitate the work at bodybuilders like for 
instance how to access the bodywork central electrical unit. Under the tab “Training” you find 
training videos to get training about different areas within bodybuilding like the PTO program on the 
latest gearbox range. The training tab is only available when you are logged in to the portal. 

 

 

HYDRAULIC EQUIPMENT DOCUMENT UPDATED 

Vehicles can be factory-fitted with various hydraulic components such as 
hydraulic pumps, hydraulic tanks, controls and other related components. In 
some cases, it is possible to combine the components to obtain a complete 
hydraulic system. When ordering non-complete systems, hoses and 
couplings can be ordered from Scania dealers to finalise the installation at 
bodybuilder or Scania dealer. 
More information as well as information about part numbers for hoses etc. 
can be found in the document for Hydraulic equipment.  

https://til.scania.com/d/bwm/22:10-720?lang=en-gb 
 

 
TRAILER WIN NOT VERIFIED BY SCANIA 

The TrailerWin software is not verified by Scania and the latest 
products from Scania, the Scania Super range, is not included in the 
data. Thereby the software TrailerWin is not recommended by 
Scania since Scania cannot ensure the correctness in the results of 
the calculations.  

 

 

REAR UNDERRUN PROTECTION DEVICE DOCUMENT UPDATED  

Rear underrun protection is usually delivered in transport 
position from Scania. Final fitting of the factory fitted underrun 
protection must follow Scania's installation instructions. Scania's 
installation instructions comply with the provisions of ECE-
R58/03. For more information see; 
https://til.scania.com/d/bwm/22:10-842?lang=en-gb 

 


